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GENERAL NOTES: (uness omerwise specifien) s PARTS / oasn Nuae NOMENGLATURE/DESCRITON [Py ] PARTS / DASH NUMBER NOMENGLATURE/DESCRIPTON e rererece | s | T
4 CONCENTRIC REDUCER, 2" FNPT X |ASTM A182 2 | 24 ~010 FLUSH WATER HOSE ASSEMBLY I
1. ALL DIMENSIONS ARE IN INCHES. FABRICATION TOLERANCES AS SHOWN. 1" FNPT, SST FLUSH_MANIFOLD TO PUMP RISER BOX
2. BREAK ALL SHARP EDGES AND REMOVE ALL BURRS. ) 200-F—55 ADAPTER, MALE, 27 X 2" MNPT DIXON 2 a5 020 PUMP_FLUSH HOSE ASSEMBLY 12
3. SEAL PIPE THREADS ON HOSES WITH LOCTITE 567 PST WITH ACTIVATOR o o i‘r;ATEESF:;::E;gL:LUSH MANIFOLD)
7649 PER MFG DIRECTIONS. —DC— -
4. ALL HOSE END CONNECTIONS SHALL BE CRIMPED OR SWAGED AND INSTALLED ! 20mhess £ = (EOUPRESSOR 10 FUSH HanlFoLD) .
- PRESSURE REDUCING VALVE 1" WATTS DISCHARGE HOSE ASSEMBLY
PER MANUFACTURERS SPECIFICATIONS. 1 N45BDU-EZMI NeT X 1" TP 3e-75 b51 1| a7 -040 B RaEr Dok 70 VALVE MANIFOLD) 2|4
5. HOSE LENGTH TOLERANCE IS 2'. ; 5_16_HRN_12 _|HEX REDUCING NIPPLE, 1" MNPT X |SWAGELOK 1 e 050 DISCHARGE HOSE ASSEMBLY o] s
6. HOSE ASSEMBLY ITEMS 25, 28, AND 39 TO BE HYDROSTATICALLY TESTED BY NPT . (VALVE_MANIFOLD TO TANKER)
MANUFACTURER IN ACCORDANCE WITH RUBBER MANUFACTURERS ASSOCIATION. | - QUICK DISCONNECT, MALE, 3/4" FNPT|HANSEN s 050 OFF LOADING HOSE ASSEMBLY 5l
DESIGN PRESSURE FOR HOSE ASSEMBLIES IS 250 PSIG. PERFORM (TANKER TO_ 241—AP_TANK)
HYDROSTATIC PRESSURE TEST TO 500 PSIG +10/-0 PER RMA—IP—2. MAINTAIN ; RS DUST CAP (6—HK) HANSEN s 070 TANKER WATER HOSE ASSEMBLY 2|7
PRESSURE FOR 5 MINUTES WHILE INSPECTING FOR LEAKS, FITTING SLIPPAGE, ~PDC—6- - (WATER TRUCK TO TANKER)
OR WEAKNESS OF HOSE STRUCTURE. I P BUST FLUG, 3/4 (o-Fi) TANSEN o 5
7. FOLLOWING FABRICATION OF WATER AND DISCHARGE HOSE ASSEMBLIES
PERFORM HYDROSTATIC PRESSURE TEST OF ALL HOSE ASSEMBLIES T0 375 5
PSIG +10/~0 PSIG PER ASME B31.3. MAINTAN PRESSURE FOR 10 MINUTES
AND VERIFY NO LEAKAGE FROM END CONNECTIONS AND HOSE. COMPLETELY
DRAIN ALL HOSE ASSEMBLIES FOLLOWING TESTING. 10
8. FOLLOWING FABRICATION OF AR HOSE ASSEMBLIES, PERFORM PNEUMATIC "
PRESSURE TEST ON EACH ASSEMBLY TO 187.5 PSIG +5/—-0 PSIG PER ASME
B31.3. MAINTAIN PRESSURE FOR 10 MINUTES AND VERIFY NO LEAKAGE FROM
THREADED CONNECTIONS. 12
INSTALL APPROPRIATE CONNECTION TO MATE WITH SELECTED FIELD AR 13
COMPRESSOR UNIT AND SUPPLIED SPARE QUICK DISCONNECT PLUG.
10. HOSE ASSEMBLY ITEMS 34, TO BE HYDROSTATICALLY TESTED BY 14
MANUFACTURER IN ACCORDANCE WITH RUBBER MANUFACTURERS ASSOCIATION. -
DESIGN PRESSURE FOR HOSE ASSEMBLY IS 150 PSIG. PERFORM HYDROSTATIC B MLB_KP36 QUICK DISCONNECT, MALE, 1" FNPT | HANSEN 2 |15
PRESSURE TEST TO 300 PSIG +10/—0 PER RMA—IP—2. MAINTAIN PRESSURE
FOR 5 MINUTES WHILE INSPECTING FOR LEAKS, FITTING SLIPPAGE, OR 2 | SS_16-tN HEX NIPPLE, 1" MNPT SWAGELOK 2 |1e
WEAKNESS OF HOSE STRUCTURE. 2 -
11. FOLLOWING FABRICATION OF OFFLOADING HOSE ASSEMBLY (ITEM 6) PERFORM 1| 1 |100-pP-s35 DUST PLUG DIXON 1217
HYDROSTATIC PRESSURE TEST TO 225 PSIG +10/-0 PSIG PER ASME B31.3. 0
MAINTAIN PRESSURE FOR 10 MINUTES AND VERIFY NO LEAKAGE FROM END | o |1 MLB_HP35 QUICK DISCONNECT, FEMALE, 1" FNPT| HANSEN 2 |18
CONNECTIONS AND HOSE. COMPLETELY DRAN HOSE ASSEMBLY FOLLOWING
TESTING. _ QUICK DISCONNECT, FEMALE, HANSEN
— 1 ML4—HP26 2 EpT 1|19
}I o T PSDC—4—HK DUST PLUG, 1/2 (4-HK) HANSEN 1 20
e ] b PDO_8_HK DUST CAP, 1" (B-HK) HANSEN 2 |21
~ 25) 2 |1 T1053RRL BALL VALVE, FULL PORT, 1”7 FNPT | FLOWTEK 2 |22
QUICK_DISCONNECT, HANSEN
1 |MLe-HP31 FEMALE, 3/4” FNPT s
) 21 b SDC_8_HK DUST PLUG, 1" (8-HK) HANSEN 2 |24
(FLUSH MANIFOLD TO PUMP RISER BOX) AR AR | AR AR S ST eT Ergy o 300 COODYEAR 12|25
ALE: 1
SCALE: 1/2 ; 516081 CHECK VALVE, 1" FNPT SWAGELOK 2 |2
| Ss—16-m HEX NIPPLE, 1" MNPT SWAGELOK 2 |27
R GOODYEAR 3/4” HORIZON, 300 GOODYEAR s
W/ 3/4" MNPT_ENDS
REDUCING BUSHING, SWAGELOK
1 |ss-te-re-12 | TEOICING BUSHING et 1|29
COUPLER, FEMALE 1" FNPT, DIXON
1| 1 |Roto08L BOSS—LOCK 12| 30
—&?_ e
R QUICK_DISCONNECT, HANSEN
! B4-HP26 FEMALE, 1/2" FNPT 213
ADAPTER, MALE, QUICK DISCONNECT |HANSEN
1 B4-KP26 1/2" NPT 1233
GOODYEAR 1 1/2" HORIZON, 200 GOODYEAR
N (60") AR W/ 1 1/2" MNPT ENDS 2|
COUPLER, FEMALE 2" FNPT, DIXON
1 RD200BL R 2|3
; (uD20D) DRY COUPLING, 2" FNPT, SST (PT COUPLING) 2 |36
2 PUMP FLUSH HOSE ASSEMBLY N REDUCING BUSHING, ASTM ATB2 5 | 37
(WATER TRUCK TO FLUSH MANIFOLD) 27 MNPT X 1 1/2" FNPT, SST
SCALE: 1/2 | 200-DP—55 DUST PLUG DIXON 2 |38 |7
AR GOODYEAR 1/2" HORIZON, 300 GOODYEAR 1230 o
W/ 1/2" MNPT ENDS : =
40 |5 |
a1
+
42 |2
5
4314
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3 (COMPRESSOR TO FLUSH MANIFOLD) T
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